
Inteligentna Elektronika
Ul. Raduńska 36A

83-333 Chmielno

Tel.: +48 730 90 60 90

E-mail: info@centrumprojekcji.pl

Nazwa Projektor Hitachi/Maxel MP-WU9101B

Cena 0,00 zł

Producent Hitachi

OPIS PRODUKTU

 Dane techniczne:

Projection Technology: Single Chip DLP

Resolution: WUXGA 1920 x 1200

Brightness: 10,000 ANSI lumens

Colors: 1.07 billion colors

Aspect Ratio: Native 16:10, 4:3, 16:9, and zoom compatible

Contrast Ratio: 30000 : 1

Throw Ratio (distance : width): Specifications will vary depending on which lens is used with the

projector

Focus Distance: 71" – 1256" (with SD903 lens)

Display Size: 50" – 600"

Lens: Specifications will vary depending on which lens is used with the projector (This model ships

without a lens)

Expected Light Source Life*: Approximately 20,000 hours

Speaker Output: N/A

Keystone: H: +/-60° and V: +/-40°

Computer: VGA, SVGA, XGA, WXGA, WXGA+/SXGA/SXGA+/WSXGA+/ UXGA/WUXGA, MAC 16"

H-Sync: 15 kHz – 91 kHz

V-Sync: 48 Hz – 85 Hz

Component Video: 480i, 480p, 576i, 720p, 1080i, 1080p

HDMI: 480p, 720p, 1080i, 1080p Computer signal TMDS clock 27 MHz – 150 MHz

Digital Input: HDBaseT x 1, HDMI x 2, DVI-D x 1, SDI In/Out

3G-SDI In: BNC connector x 1

3G-SDI Out: BNC connector x 1

DVI-D: DVI-D connector x 1

Connectors HDMI: HDMI x 2

Computer Input 1: 15-pin mini D-sub x 1

Computer Input 2: 5 BNC x 1 (shared with Component Video Input)

Video Input/Component Video: 5 BNC x 1 (shared with Computer 2 Input)

Network (LAN) Wired: RJ-45 jack x 1

HDBaseT: RJ-45 jack x 1



Wired Remote Control: 3.5 mm stereo mini jack

Control Terminals: 9-pin D-sub x 1 (RS-232 control)

Power Supply: AC 100-130V / AC 220 -240V, 50-60HZ

Power Consumption: 1340W / 1240W

Operating Temperature: 32°F – 113°F (0°C – 45°C)

Dimensions (W x D x H): 19.7" x 22.7" x 8.5"

Weight: Approximately 61.7 lbs.

Approvals: UL 60950-1 / cUL, FCC Part 15 subpart B class A

Warranty: 5-year or 20,000 hours (whichever occurs first) limited warranty

CECHY PRODUKTU

Model/Seria MP-WU9101B

Technologia DLP

Rozdzielczość (Podstawowa) WUXGA

Format Obrazu 16:10

Jasność 10000

Kontrast (...:1) 30000

Źr&oacute;dło Światła LASER

Żywotność Źrdła Światła (Ilość Godzin) 20000

Wsp. Powiększenia/Rzutu (Throw Ratio) Minimalny (...:1) 0.38

Wsp. Powiększenia/Rzutu (Throw Ratio) Maksymalny (...:1) 8.8
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